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* Uplink Interface : 4 ports x 1G/10G (SFP/SFP+) * |Pv6 Management
= Downlink Interface : 48 ports x 10/100/1000 Base-T = U-NIS (Ubiquoss EMS)
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E4020-48T

Specifications

System Architecture

System Throughput
Memory
Operating / Storage Temperature
Power Consumption

Dimensions (mm)

L2

Multicast

OAM

QoS
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Uplink : 4 ports x 1G/10G (SFP/SFP+)
Downlink : 48 ports x 10/100/1000 Base-T

130.9 Mpps

512MB (Main / Flash Memory)
0°C~50°C/-25C~70°C
48 W (AC Power)

440 x 44 x 190 (W x H x D)

= Max 4K VLAN / Active VLAN

= Max 16K Mac address

= STP, RSTP, MSTP, RPVST+

= VLAN (Port based, Tagged, Voice, Hybrid)

= DHCP Relay / Relay with Option 82 / Snooping / Filtering
= LACP, SLD, LLDP, LLDP-MED, UDLD

= Jumbo Frame Max. 10K

= |GMP v1/v2, IGMP Snooping v1/v2/v3
= |GMP Report-Suppression/ Snoop Querier/ Filtering
= |Pv4 Multicast Entry : 4K

= |EEE 802.3az (EEE : Energy Efficient Ethernet)

= Mirroring (Port/ 1:N /N:1/N:N/VLAN based / Port based)
= |Pv6 Management (ping/traceroute/telnet/SSH)

= U-NIS (Ubiquoss EMS)

= RMON, SNMP v1/in2/v3

= Syslog, Event/Error Log, Remote Logging

= Radius Accounting, TACACS+

= NTP Server/Client

= PHY-DIAG

= CRC threshold per a Link

= Banner, CLI, Telnet, TFTP, FTP, OS Image Firmware
= Tcpdump, core-dump

= 8 Queues per port

= Packet Classification & Marking : COS, DSCP, TOS
= |ngress Traffic Policing per Flow/Packet

= Egress Traffic Shaping per Port

= SP, WRR, DWRR

= Tail-Drop, WRED
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Specifications

Security ]
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IEEE 802.1x

BPDU Guard, IP source-guard

Port-security

ACL, SSH

Mac count limit

IP packet/ NetBIOS / NetBEUI / NBT filtering
Storm Control (Broadcast, Multicast, DLF)
Traffic Control (Unicast, Broadcast, Multicast)
DAI

ARP Inspection / Snooping

COPP
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