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= Uplink Interface : 4 ports x 40G/100GE

= Downlink Interface : 24 ports x 1G/10G/25GE
= SyncE, 1588v2 BC/TC

» MC-LAG, PCEP

= SDN (Netconf/YANG)

= Segment Routing

» |P-MPLS
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Specifications

System Architecture

System Throughput
Memory
Operating / Storage Temperature
Power Consumption

Dimensions (mm)

L2

L3

MPLS

Advanced Function

DATASHEET Version 1.2.1-T

Uplink : 4 ports x 40G/100GE (QSFP+, QSFP28)
Downlink : 24 ports x 1G/10G/25GE (SFP, SFP+, SFP28)

868 Mpps (128Bytes)

2GB (Main Memory), 1GB (Flash Memory)
0°C~50°C/-25°C ~70°C

180 W (DC Power)

439 x 44 x 400 (W x H x D)

= Max 4K VLAN

= Max 32K Mac address

= STP, RSTP, MSTP, RPVST+

= VLAN (Port based, Tagged, Overlap)

= DHCP Relay / Relay with Option 82 / Filtering
= LACP, SLD, LLDP

= Jumbo Frame Max. 9K

= Segment Routing

= |Pv4/IPv6 Dual Stack

= Static Routing

= Loop-back Interface, Default Gateway, Backup Interface

= RIP v1/iv2, RIPNg for IPV6, IS-IS, IS-IS v6, OSPF v2, BGP4
= VRRP v1iN2/V3

= PBR

= ECMP, BFD

= DHCP Server

* IP-MPLS

= L3 VPN (6PE, 6VPE)
» RSVP, RSVP-TE

» LDP

= MC-LAGL2/L3

= PCEP

= TI-LFA

= TWAMP

= Netconf/Yang

= ZTP

= SyncE, 1588v2 (BC/TC)
= VRF
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Specifications

Multicast

QoS

OAM

Security
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IGMP v1/v2/v3
PIM-SM, PIM-SSM
IPv4/IPv6 Multicast Entry : 16K

8 Queues per port

Packet Classification & Marking : COS, DSCP, TOS
Ingress Traffic Policing per Flow/Packet

Egress Traffic Shaping per Port

SP, WRR, DWRR

Tail-Drop, WRED

ZTP

Mirroring (Port / 1:N / N:1 / N:N / Port based)
RMON, SNMP v1/v2/v3

IPv6 Management (ping/traceroute/telnet/SSH)
U-NIS(Ubiquoss EMS)

Syslog, Event/Error Log, Remote Logging
Radius Accounting, TACACS+

NTP Server/Client

Banner, CLI, Telnet, TFTP, FTP, OS Image Firmware
Tcpdump, core-dump

Netflow

EEM (Embedded Event Manager)

URPF (Strict mode)

BPDU Guard, ACL, SSH

IP packet/ NetBIOS / NetBEUI / NBT filtering
Storm Control (Broadcast, Multicast, DLF)
Traffic Control (Unicast, Broadcast, Multicast)
TCP Port scan / Host scan / Flooding

UDP Port scan / Flooding

ICMP Host scan

DOS Protection

ARP / MAC / ICMP Flooding

FTP Client

COPP




